
Dynamically tested cargo control with 

Cornering with 28,000 kg of beverages!



place substantially larger stability requirements on the 
semi-trailer than is actually the case in a purely statical 
test.

For the test, Berger used the PRIMUS – by far and away 
the lightest curtainsider around, not only in its own range 
of vehicles but the lightest vehicle that is available on the 
trailer market itself. The tare weight of a ready-to-use 
PRIMUS with a basic configuration is only 4,600 kg. For the 
successfully completed road test, the PRIMUS was loaded 
with 28,000 (!) kg of mineral water loaded onto 34 pallets. 
According to the standard, the test requirements with the 
28-tonne cargo, consisted of full braking manoeuvres both 
in a forward direction and reversing, lateral acceleration 
with 180° cornering, and a severe lane-change manoeuvre 
with full braking procedure at the end of the cornering.

The Berger PRIMUS is thus the lightest, standard curtain-
sider on the market which successfully passed this road 
test with such an extreme load (28 t). The now dynamically 
tested superstructure is, in addition to the already certified 
bodies, available for all Berger standard semi-trailers in 
future.

Cornering with 28,000 kg of beverages!

Berger passes dynamic road test according to EN 12642 
Code XL Appendix B

In collaboration with the German Technical Inspection 
Agency (TÜV) North, Berger now also has verification 
regarding the body stability of its lightweight semi-trailers 
as the result of a successful dynamic road test according 
to Appendix B of the EN 12642 Standard, Code XL. All 
Berger curtainsiders previously possessed certification 
according to Appendix A (Static Test).

With this, Berger impressively underlines its exceptional 
position as a premium manufacturer of lightweight semi-
trailers.

The successfully completed dynamic testing according to 
Appendix B of EN 12642 Code XL is confirmation of the 
cargo control characteristics of the entire vehicle super-
structure found in Berger lightweight semi-trailers. For the 
transport of beverages, as in this case, the all-round form-
locked cargo is secured by the body of the vehicle alone, 
whereas with the static proof of stability according to 
Appendix A, it must be decided on an individual basis 
 whether additional load-securing measures are necessary. 
Additional dynamic forces arising during the road test 
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